ACCESSORIES

Opens the future

Rolling-Code coded transmitters Type-approved for Europe - Frequency 433.92 MHz

D111750 - MITTO 2 12V
Two-channel transmitter, 12
V, with rolling code.

D111751 - MITTO 4 12V
Four-channel transmitter,
12V, with rolling code.

P121016 -RB
Four channels wall radio
control with rolling code.

N999321 - MITTO 2 12V/100
MITTO 2 100 remote
control block ready for

fast programming on

RTD receiver or using the

programmer Proxima
on all the receiver of the
Clonix series.

N999322 - MITTO 4 12V/100
MITTO 4 100 remote

control block ready for

fast programming on

RTD receiver or using the

programmer Proxima on
all the receiver of the Clonix
series.

Radio controls with programmer’s feature
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D111840 - MITTO 4

WLINK 12V

4 channell transmitter with
programmer’s feature. For
control board with built in

For system composition and installation refer to the regulations in force in the country where the system is being installed.

display.

The indicated data are not binding. BFT reserves the right to make modifications without prior notice.

D111841 - MITTO 2
REPLAY 12V

Two channel rolling code
copiable transmitter 12V

D111842 - MITTO 4
REPLAY 12V
Four-channel rolling code
copiable transmitter 12V






